COIR FIBER MAT:

Description
Furnish material, install and maintain coir fibeatnm locations shown on the plans or in

locations as directed. Work includes providingnaditerials, excavating and backfilling,
and placing and securing coir fiber mat with stalsésel reinforcement bars or staples as

directed.
Materials
Provide coir fiber mat to meet the following reguments:

100% coconut fiber (coir) twine woven into highestgth matrix

Thickness - 0.30 in. minimum

Tensile Strength 1348 x 626 Ib/ft minimum
Elongation 34% x 38% maximum
Flexibility (mg-cm) 65030 x 29590

Flow Velocity Observed 11 ft/sec
Weight 20 0z/SY

Size 6.6 x 164 ft (120 SY)

“C” Factor 0.002

Open Area (measured) 50%
Anchors: Stakes, reinforcement bars, or staplab s used as anchors.

Wooden Stakes:

Provide hardwood stakes 12"- 24" long with a 2" "xr@minal square cross
section. One end of the stake must be sharpenbdveded to facilitate driving

through the coir fiber mat and down into the ungiad soil. The other end of the
stake needs to have a 1"- 2" long head at the ttipandl”- 2" notch following to

catch and secure the coir fiber mat.

Steel Reinforcement Bars:

Provide uncoated #10 steel reinforcement bars a8afimal length. The bars shall
have a 4" diameter bend at one end with a 4" ditagction at the tip to catch
and secure the coir fiber mat.

Staples:

Provide staples made of 0.125" diameter new steelfarmed into au shape not
less than 12" in length with a throat of 1" in vindt

Construction M ethods



Place the coir fiber mat immediately upon finaldjrg. Provide a smooth soil surface
free from stones, clods, or debris that will preévde contact of the mat with the soil.
Unroll the mat and apply without stretching sucét b will lie smoothly but loosely on
the soil surface.

For stream relocation applications, take care ésgnve the required line, grade, and
cross section of the area covered. Bury the tmpesénd of each piece of mat in a narrow
trench at least 6 in. deep and tamp firmly. Wiware roll of matting ends and a second
roll begins, overlap the end of the upper roll ower buried end of the second roll so
there is a 6 in. overlap. Construct check trenetidsast 12 in. deep every 50 ft.
longitudinally along the edges of the mat or asated. Fold over and bury mat to the

full depth of the trench, close and tamp firmlyve@lap mat at least 6 in. where 2 or
more widths of mat are installed side by side.

Place anchors across the mat at the ends appr@yniatt. apart. Place anchors along
the outer edges and down the center of the matapdéirt.

Adjustments in the trenching or anchoring requirets¢o fit individual site conditions
may be required.

M easurement and Payment

Coir Fiber Mat will be measured and paid for as the actual nurabsquare yards
measured along the surface of the ground over wdaetfiber mat is installed and
accepted.

No measurement will be made for anchor items.

Payment will be made under:

Pay Item Pay Unit
Coir Fiber Mat Square Yard



